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- Fabricada en EPDM.
- Válidas para la tuerca ciega DIN 11851.

- Made of EPDM. 
- Valid for blind nut DIN 11851.

CARACTERÍSTICAS BÁSICAS BASIC FEATURES

INFORMACIÓN TÉCNICA - TECHNICAL INFORMATION

Designación - Designation DIMENSIONES  -  DIMENSIONS

Peso aprox.
Weight aprox.

(kg)DN COD.

Diámetro
Diameter

Espesor
Thickness

ØA
(mm)

H
(mm)

25 IJALCE05 52 3 0,008

32 IJALCE06 58 3 0,009

40 IJALCE07 65 3 0,011

50 IJALCE08 78 3 0,015

65 IJALCE09 95 3 0,024

80 IJALCE0A 110 3 0,033

100 IJALCE0C 130 3 0,051

Observaciones:
Dada la complejidad, variedad y gran cantidad de especificaciones 
particulares de cada instalación, en conjunción con la existencia de 
diversos factores que pueden afectar a las condiciones de trabajo y 
naturaleza del producto, es responsabilidad del usuario final realizar 
los ensayos necesarios para garantizar el correcto funcionamiento del 
producto en cada aplicación concreta.
La instalación del producto deberá realizarse y mantenerse siguiendo 
códigos de buena práctica y/o estándares existentes.

Remarks:
Due to the complexity, variety and large number of particular 
specifications for each installation, along with the existence of diverse 
factors which can affect the working conditions and nature of the 
product, it is the responsibility of the end-user to carry out the necessary 
tests to ensure the proper functioning of the product in any specific 
application. 
Product installation must be carried out and maintained following the 
good practice codes and/or updated technical standards.


